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Comment mettre en place
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démonstration de Branch Repeater VPX
avec une émulation WAN.
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Introduction

LOobjectif de ce guide est do°tre un dcddwmt

environnement de démonstratiorBidanch Repeater VRXv e ¢ d #on WANRD=tu | a
environnement est con-u de t e laptagpousirodisque qudi |
portablepour réaliser des démonstrations pour des clients ou sur de€eghins.compétences
et pré requis techniquemnt supposétans cguideet sont requis avant denfigurer cet
environnement dg&mo;

T

== = = =

XenServeb.5est installé et configuré sur une configuration hardware recomwaindée
plus loir).

XenCenter 5.Bst installé et configuré sur amechinecliente physique pour
| 0 a dtratiom i

DesBranch Repeater VPX&nt importés avec une license active si possible.
Une VMWindows Servex été créée et un @8ndows Serveagst installé
La VMWindows Cliena été créée et un @®8ndows Cliengst installé

LO6i mage | SO écAdgéart cat is®@d €& gtavé STOROMou unDVD.
(lien fourni cidessous

Produits et Outils Requis

il
T
il
T
)l
1

1 xXenServer 5.5
1 xXenCenter 5.5

2 xBranch RepeatePX

1 xWindows ClientM (Windows XP or higher)

1 xWindows ServerM (Windows 2003 or higher)

1 xWANem v2.2S0
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https://www.citrix.com/English/SS/downloads/details.asp?dID=36239&downloadID=1861206&pID=683148
https://www.citrix.com/English/SS/downloads/details.asp?dID=36239&downloadID=1861206&pID=683148
https://www.citrix.com/English/SS/downloads/details.asp?dID=1685730&downloadID=1862800&pID=1350184
http://technet.microsoft.com/en-us/evalcenter/default.aspx
http://technet.microsoft.com/en-us/evalcenter/default.aspx
http://wanem.sourceforge.net/

CITRIX
XenServer Requirements

1 1 multicore processor
1 4 GB of RAM
0 1gbdBranch Repeater VREcommandé
0 1gbdBranch Repeater VREcommandé
0 384mbd Windows Serveecommandé
0 384mbd Windows Clientecommandé
0 256mbd WANem WAN Emulatorecommandé
1 150gb available local disk space (for virtual hard disks.)
0 60gb- Branch Repeater VREcommandé
0 60gbd Branch repeater VPécommandé
o 10gbd Windows Server Vkkécommandeé
o 5gbd Windows Client VMecommandé

o 0Ogb- WANemWAN Emulator
1 1 physical network adapter

1 1 CD/DVD Drive

Topologie du réseau virtuel de démonstration

WANem Etho WANem Br0

50100 192.168.1.12
25525652550  295.266.256.0
060 192.168.1.1
Virtual WANem Eth1
0.0.0.0
Network 2
etor 255.255.255.0
WANem 0.0.0.0
Virtual Virtual Vlrtual
Network 1 Network 3 Network 4
BRVPX 1 BR VPX 2
192.168.1.11 192.168.1.13
Windows Server VM 255.255.255.0 255.255.255.0 Windows Client VM
192.168.1.10 192.168.1.1 192.168.1.1 192.168.1.14
255.255.255.0 255.255.255.0

192.168.1.1 192.168.1.1
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Configuration i XenServer Host

LancerXenCenter
5.5et seconnecéra
XenServer. Highligh
le nom du node
XenServeet cliquer
sur | dong

Citrix
XenCenter
55

9 XenCenter
= 5§ LAB Pool 1

Y xENSERVER|

Créerquatre
nouveaux réseaux
virtuels en cliquant
sur le boutorAdd
Network.Suivre le
guide de création
pour chaque réseau
virtuel Nommer les
logiqguement avec d¢
identifications d&-4

Search | General | Storage | Metwork | NICs

Server Networks

Performance | Logs

Mame

100mb LAN Port

100mb LANZ Port

Branch Repeater WPX Internal Network 1
EBranch Repeater VPX Internal Netweork 2
Branch Repeater VPX Internal Network 3

Branch Repeater VPX Internal Network 4
Pool-wide network associated with eth0
Pool-wide netwark associated with ethl

Description NIC VLAN Auto Link Status MAC

Connected 00:26:18:bb:cf:0a
NICO - Yes Disconnected 00:04:52:68:f1:27
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Configuration T Branch Repeater VPX 1

Pendant Ishutdown, cdigure
Branch Repeater VPX 1
networkingde telle facon que I
Device(et leDevicelsoit
respectivement attache réseal
virtuell et au réseau virtuz|

% Branch Repeater VPX 1

General | Storage | Metwork | Console | Performance | Snapshots | Logs

Virtual Network Interfaces Add Interface...

1P Address Active
Branch Repeater VPX Internal Metwork 2 Unknown
Branch Repeater VPX Internal Metwork 1 Unknown Yes

Logged in as: Local root account

Device MAC Limit Netwaork

8e:1f:3d:f0:d9:99
1 06:4a:1 b7 ebf:ad

Sur laconsoleavec la

commandeet adapteonfigure
| 0 adr e RepaaterlVPX 1
surl «accelerated pair(apA)

-IP: 192.168.1.11
-Subnet: 255.255.255.0
-Gateway: 192.168.1.1

Finir en exécutamh commande
restart

% Branch Repeater VPX 1

General | Storage | Metwork | Console | Performance | Snapshots | Logs
DVD Drive:  Click here to create a DVD e,

in: admin
ed

Logged in as: Local root account

x Branch Repeater V45 Command Line Interpreter
“opyright 2010 Citrix Systems, Inc. fill Rights Reserved.

{TAB> once for command completion or context-semsitive help.
<TAB> twice to see a list of all available commands

Jse the "help"” command to lay help for a specific command.
xanple: help show config-— pt

admin> set adapter apa -IP 192.168.1.11 -NETMASK 255.255.255.0 -GATEWAY 192.168.

adnin> restart]]

Des que lelient Windowsgst
configurgvoir plus loin)
sdauthentifier
ddoadmi ni s tBramdhi
Repeater VPX \ia
http://192.168.1.1Et installer
unelicerce.Voir leguide
ddoadmi nBramdhr at i
RepeateVYPX pour la
description détaillée des étape
de generation de licenPeur
récupér une licence GRATUIT|
Branch Repeater VPX

Exappuyersyrs 8 aut he

e ———
2 . - Support:
CiTRIX o
=
User Login
User Name: | |
Password:

Login |

Copyright © 2009 Citrix Systems, Inc.
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http://192.168.1.11/
https://www.citrix.com/English/SS/downloads/details.asp?dID=1685730&downloadID=1862800&pID=1350184
https://www.citrix.com/English/SS/downloads/details.asp?dID=1685730&downloadID=1862800&pID=1350184
https://www.citrix.com/English/SS/downloads/details.asp?dID=1685730&downloadID=1862800&pID=1350184
http://www.citrix.com/English/ss/downloads/details.asp?downloadId=1863377&productId=1350184
http://www.citrix.com/English/ss/downloads/details.asp?downloadId=1863377&productId=1350184
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surMyCitrix

Configuration T Branch Repeater VPX 2

Pendant le shutdown,
configurer Branch Repeater
VPX 2 networking de telle
facon que le DeviceO et le
Devicel soit respectivement
attaché au réseau virtuel 3 ¢
au réseau virtuel 4.

% Branch Repeater VPX 2

Generallﬁtorage Network | Console | Performance | Snapshots | Logs

Virtual Network Interfaces

Loegged in as: Local root account

Device MAC Limit  Metwork

IP Address Active
Unknown

32:0a:5d:11:f4:26
1 96:fSdf:d6: 2a:be

Branch Repeater VPX Internal Network 3

Branch Repeater VP Internal Metwork 4 Unknown Yes

Sur la console, avec la
commandeet adapter
configurer |0
Repeater VPX 2 sur

| «G@accelerated pair(apA);

-IP: 192.168.1.13
-Subnet: 255.255.255.0
-Gateway: 192.168.1.1

Finir en exécutant la
commandeestart

% Branch Repeater VPX 2

General I Storage | Metwork | Console | Performance | Snapshets | Logs
DVD Drive:  Click here to create a DVD drive.

er U45 Command Line Interpreter
x Systems, Inc. All Rights Reserved

Legged in as: Local root account

{TAB> once for command completion or context-sensitive help.
{TAB> twice to see a list of all available commands

display help for a specific command.
Example: help show config-script

admin> set adapter apa —IP 192.168.1.13 -NETMASK 255.255.255.0 -GATEWAY 192.168.

in> restart]]

Pager



http://www.citrix.com/lang/English/publicindex.asp?destURL=%2FEnglish%2Fmycitrix%2Findex%2Easp%3F
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Dés que le client Windows €
configuré (voir plus loin),
sdauthenti fie
ddadmini strat
Branch Repeater VPX 1 via
http://192.168.1.1&t installer
une licence/oir leguide
ddadmini strat
RepeateYPX.

CiTRIX

User Login

Login

Copyright © 2009 Citrix Systems, Inc.
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http://192.168.1.13/
https://www.citrix.com/English/SS/downloads/details.asp?dID=1685730&downloadID=1862800&pID=1350184
https://www.citrix.com/English/SS/downloads/details.asp?dID=1685730&downloadID=1862800&pID=1350184
https://www.citrix.com/English/SS/downloads/details.asp?dID=1685730&downloadID=1862800&pID=1350184
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Configuration i Emulateur WAN WANem

Créer une nouvel&M avec
XenCentepar uncliquerdroit
sur le nom diXenServeen
choisissantiew VM.

£9 XenCenter
= £ LAB Pooll
ol
@ Bran ’E Mew VM... I
% Bran Import VM.,
Brany . )
@ Bran [= Mew Storage Repository...
% Citri Management Interfaces...
% Ubur Enter Maintenance Mode...
Wan
% Wind @ Reboot
% Wing @ Shut Down
Wi
% W::: Properties

Le wizardNew VM démarre
Scrolerjy usqudau bi
choisir slect Other Install
Media CliquerNext.
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